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• Reduced file size by up to half of previous version enabling longer video files  

• File transfer speeds up to 330MB/s (30min. HD file transfers in <10sec) 

• Built-in advanced video overlay 

• Fully Integrated Smart Camera and PTZ Control on 2 channels   

• 1TB Solid State Hard Drive  

• Video preview and highlight functionality 

• Integrated help menus 

• USB mic support for audio overlay 
 

 
 

 

VIDEO / AUDIO INPUT: 
A/V Channel 4x Analog 

Video Input Type                     AHD (1080/25, 720/25fps) 
AHD (1080/30, 720/30fps) 
CVBS NTSC, PAL, “960H” 
All Video upscaled to 1080 

Video Interface 4x RCA Connectors 
Audio Interface  2x RCA Connectors 

 
VIDEO / AUDIO OUTPUT: 

Video/Audio Interface 2x HDMI 
Output Resolution 1080/30 

 
INTERNAL STORAGE: 

Type SATA SSD 
Capacity 1TB 

 
EXTERNAL INTERFACE: 

Type 4x USB3.0 
USB-C PC interface port 

                                                        1x WIFI Antenna 
                                                     RJ45/Ethernet Port 

NETWORK INTERFACE: 
   Type WIFI & Ethernet 
   Stream Type RTSP 

 
VIDEO OVERLAY: 

   Onboard Overlay 4 Channel 
   Onboard Overlay Title, Time, Date, GPS, Logo,  

Compass Rose, Depth Gauge,  
Dive Timer and more    

MECHANICAL: 
   Dimensions 9.46 in. L x 4.1 in. W x 1.5 in. H 
 (240 mm L x 104 mm W x 38 mm H) 
   Weight 1.1 lbs. (0.5 kg) 

 
ELECTRICAL: 

   Input Voltage 12 VDC 
   Power 25 Watts 

 
Environmental: 
        Operating Temp      0°F ~ 140°F(-18°C ~ +60°C) 

   Operating Humidity <90% (non-condensing) 
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